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Wood Floor Refinishing
The Silver- Line Way

(Visit our website www.essex-silver-line.com under consumer tips for complete information)

Job Preparation:

Remove the furniture, wall hangings, etc.  Clear the room out!
Remove the old carpet, carpet pad and carpet strip (where necessary)
Locate & Reserve only Silver-Line Sanders & Edgers from your local rental store
Watch the Silver-Line “How to” Video

Inspect the floor for and remove…
Staples from the carpet pad
Nails from the tackstrip
Nails protruding from the floor (countersink these nails)

Make sure you are very diligent when completing this task,  protect the rental machine!
You may be liable for damage to the drum and disc pad on the rental equipment!

Protect the rest of your house from sawdust, sweep the floor and vacuum, and pick up the equipment!

Sanding the Floor:
What are you trying to accomplish during this project?  First, you want to level the floor, and remove the old finish.  The 
remaining cuts or passes are to remove the scratch marks made by the previous cuts.  Do not skip too many grits when 
sanding the floor, as the finer grits may not be able to remove the heavier scratches.

Start the process with the highest grit possible to complete the first cut, leveling and removing the finish.  If a 36 or 40 
grit will accomplish the task, then do not use 20 grit or heavier.  If it seems to be taking too long, drop down and use the 
heavier grit.  By doing this you will probably save time.

Break the room down into two sections, 1/3 to 2/3 and sand the larger area first.  Complete the 2/3 section and turn around 
to sand the remaining 1/3. Do this with all the grits.  Offset where you stop and start the sanding so you do not end up with 
a line across your floor at the end of the project.

Use the SL-8 sander for the main section of the floor and then follow with the SL-7 edger.  This method will allow you to set 
the level you want in the main section of the floor and than bring it out to the edge of the room with the SL-7.

To use the Silver-Line SL-8 correctly, you sand forward and backward on the same line with the SL-8 sander.  Be sure to lift 
up on the handle with enough force to keep the drum pressure constant on the floor.  Feather the sander so the drum comes 
off the floor while moving forward or backward when you reach an area that you need to stop.

The following grits are recommended for a professional looking sanding job.  Again, you want to start with the least 
aggressive grit to complete the leveling and finish removal and proceed up through the grits.

20, 36 or 40, 60 and finally 100

2/3
1/3

Sand First

Sand Second

Floor Sanded 
Level w/SL-8

Bring this level 
to wall w/SL-7
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Installation of paper on the
Silver-Line SL-8 Floor Sander

Turn off the sander & unplug from outl et

Bend the Silver-Line SL-8 sheet in the paper bender located on the drum cover 
(pictured)

Tilt the SL-8 back onto the handle and lift the drum cover for easy installation

Roll the drum until the paper slot is facing you and adjust the cams so the arrows
printed on the cams are facing you.  The left arrow should point down, while the 
right arrow points up.

Insert one end of the paper into the slot (pictured) and turn the drum around so 
that the paper wraps around the drum.  Insert the other end into the slot and 
push both ends into the slot until the paper is snug on the drum.
When using 20 grit or coarser paper, insert the top of the sheet first and 
then install the bottom half, it will insert easier.

Using a 7/16” open wrench turn the left cam down ¼ turn, than turn the right 
cam up ¼ turn (pictured).  As you turn the second cam you will see the paper 
pull tight into the drum. You must turn both cams a full ¼ turn to secure 
the paper.

Turning the cams more than the ¼ turn will not make the paper any tighter on the 
drum, ¼ turn on each cam is all you need to attach the sheet.  Turning the cams too 
much can cause the cams to come completely around and loosen the paper.

Lower the drum cover and return the sander to its upright position resting on the rear 
of the chassis.

Plug the machine into an outlet, turn it on and slowly lower the drum to the surface being sanded as 
you walk forward.  Lift the drum off the floor as you reach the end of the room, walk backwards on 
the same path and lower the drum to sand the floor as you return to the other end of the room.
Sand in both directions with the Silver-Line SL-8 floor sander!

To remove used paper, reverse the process.

For very coarse paper, (12 & 16 grit) it may be necessary to remove gri t to insert the paper into the 
slot.  First, bend the paper as instructed.  Second, put on safety glasses and remove the grit by 
placing the paper on a hard surface (grit up) and hammering the grit off the flaps until manageable.
Continue installation of the paper.
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Note: If you trip a beaker or blow fuse, turn off the equipment off, then reset the breaker or 
replace the fuse.

Note: Remove all sawdust from the house as you empty the dust bags.  Empty your sander bags 
when they are ½ full, this will help with the dust pick up.  Sawdust can be flammable and you do not 
want it in your house.

Note: When using the SL-7 edger, sand from right to left and let the edger do the work.  A 
properly aligned edger, with a disc pad in good condition will function well without the user exerting 
additional pressure.  Let the edger do the work; don‛t put extra pressure on the machine.  Work at 
a pace you are comfortable with, and take frequent rests.

 If the cutting action of you sander seems to slow or dimini sh, it is probably time to change the sandpaper.  In an effort to 
save money, don‛t try to extend the life of the paper, replace it as needed.  If you skimp on the amount of paper you use on 
this project it will affect the end result.  Don‛t look at the cost at the time of sanding, but rather over the life of the floor.
Replace abrasives to get the same type of cut across the floor. 

After you sand the floor with the SL-8 & SL-7 it is time to scrape corners, door jambs, etc.  Use our 12 wood handle scraper
with a 1” Red Devil blade, available from the rental store, to accomplish this task.  Hand sand the areas you scraped.

If you have areas such as baseboard heat, radiators or toekicks that could not be reached by the SL-7, use the Silver-Line
U2 underradiator sander to clean up these areas.  It uses 5” PSA discs and is also available at the rental store.

When your done sanding your floor return your sanders to the rental store.  Remember to return the cords, wrenches, bags 
and unused supplies.

Note: After sanding you should screen the floor before you apply any finish or stain to achieve the 
best possible finish.  A professional floor sander will screen his work; spend the time and money to 
screen your floor.

Essex Silver-Line Corporation
PO Box 40

1118 Lakeview Ave.
Dracut, MA  01826

(978) 957-2116, Fax (9780 957-6989
Toll Free 800 451-5560

www.essex-silver-line.com



Installation of Hook & Loop Sandpaper on the 

Silver-Line SL-8V2 Floor Sander 

No Tools Required! 
 

Turn off the sander & unplug from outlet 

 

Tilt the SL-8V2 back onto the handle and lift the drum cover for easy installation 

 

Roll the drum around until you locate the metal paper installation slot.   

 

Holding the paper with the grit side out (hook towards the drum), insert the leading edge into the 

slot.  Slide the paper side to side in the slot to ensure it is bottomed out.  For proper alignment, the 

edge of the paper must make contact with the bottom of the slot across the full eight inches (8”).   

 

Roll the drum towards the floor and press the paper to the drum, attaching the hook and loop.   

 

Pressing the firmly to the drum.   

 

Press along the whole length of paper, making certain the paper goes on the drum evenly.   

 

The back edge of the paper should end at the metal slot.   

 

Lower the drum cover and return the sander to its upright position resting on the rear of the 

chassis.   

 

Plug the machine into an outlet, turn it on and slowly lower the drum to the surface being sanded as 

you walk forward.  Lift the drum off the floor as you reach the end of the room, walk backwards on 

the same path and lower the drum to sand the floor as you return to the other end of the room.  

Sand in both directions with the Silver-Line SL-8V2 floor sander! 
 
To remove used paper, pull straight off from edge. 

 
 

 




